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SVX Wireless

SVX Wireless Systems are designed for performers that manage their own sound and 
desire the freedom of wireless. Nothing could be more versatile or easy to operate. 
A!ordable replacement parts and a rugged housing make this an ideal investment for 
years of con"dent performance. Your choice of wireless systems with wired mics that 
come complete with all the accessories you need.

SVX4 Diversity Receiver
SVX88 Dual Diversity Receiver
 Available in 9 MHz tuning bandwidth (694 - 703 MHz) and 
 10 MHz tuning bandwidth (748 - 758 MHz)

SVX2 Handheld or
SVX1 Bodypack Transmitter
- 2AA batteries provide 10 hours of continuous use
- Handheld transmitter with switchable output:

LO power mode: 1 mW maximum
HI power mode: 10 mW maximum

SVX4

SVX88 SVX1 SVX2

up to 4 preset compatible systems for 748 - 758 MHz band 
 - Up to 4 preset compatible systems for 694 - 703 MHz band and  



PG28
A rugged mic with an  
anti-roll ring for lead  
and back up vocals.

PGA31
Comfortable,  
reliable headworn  
mic for active users.

PG58
A rugged mic tuned to 
accentuate the clarity of 
lead and back up vocals.

CVL
Reliable lavalier  
mic for low-profile  
speech or vocals.
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Key: 
Operating Principle

 Dynamic        Condenser

Polar Pattern

  Omnidirectional            Cardioid            Supercardioid

Frequency Response 

  Flat            Tailored

/PTIONAL�!CCESSORIES
s WACR Color Rings (6)
s WASRM Single Channel Rack Mount Kit
s WADRM Dual Channel Rack Mount Kit
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SVX Single Wireless Systems

Lavalier System

PG28 Vocal System

PG28 Vocal System
PG28 Handheld Mic
SVX4 Diversity Receiver
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Technical Speci!cations

APP87-TH  SS-SVX UHF / 11-2020

Headworn SystemPG58 Vocal System

Lavalier SystemPG58 Dual Vocal System

SVX Dual Wireless Systems

Available Frequencies: 694-703MHz (M19 BandforThailand) and

Note: All speci!cations are subject to change without prior notice

SVX24A/PG28-M19
SVX24A/PG28-Q12

PG58 Handheld Mic
SVX4 Diversity Receiver

SVX24A/PG58-M19
SVX24A/PG58-Q12

PGA31 Headworn Mic
SVX1 Bodypack Transmitter
SVX4 Diversity Receiver

SVX14A/PGA31-M19
SVX14A/PGA31-Q12

CVL Lavalier Mic
SVX1 Bodypack Transmitter
SVX4 Diversity Receiver

SVX14A/CVL-M19
SVX14A/CVL-Q12

PG28 Handheld Mic (2)
SVX288 Dual Diversity Receiver

PG58 Handheld Mic (2)
SVX288 Dual Diversity Receiver

CVL Lavalier Mic (2)
SVX1 Bodypack Transmitter (2)
SVX188 Dual Diversity Receiver

SVX288A/PG28-M19
SVX288A/PG28-Q12

SVX288A/PG58-M19
SVX288A/PG58-Q12

SVX188A/CVL-M19
SVX188A/CVL-Q12

748-758MHz (Q12Band forThailand)

Operating Range: LO power mode: 18 m (60 ft.)*
HI power mode: 75 m (250 ft.)*
* under typical conditions

Audio Frequency Response:50 Hz – 15 kHz

Transmitter RF Output Power:LO power mode: 1 mW maximum
HI power mode: 10 mW maximum

Transmitter RF Output Power: XLR balanced and 1⁄4" unbalanced

Maximum Output Level: -19 dBV (XLR), -5 dBV (1/4”)
(ref. +/-33kHz deviation with 1 kHz tone)

Battery Life: Up to 10 hours with 2 AA batteries

Dynamic Range:>90dB, A-weighted

System Distortion:<1 % (ref. ±48 kHz deviation, 1 kHz tone)
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